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0.0 Project Overview  
The Center for Tokamak Transient Simulations is primarily focused on the further development and 

ŀǇǇƭƛŎŀǘƛƻƴ ƻŦ ǘǿƻ ƻŦ ǘƘŜ ǿƻǊƭŘΩǎ Ƴƻǎǘ ŎŀǇŀōƭŜ ŜȄǘŜƴŘŜŘ aI5 ŎƻŘŜǎΣ bLawh5 ŀƴŘ aо5-C1.   These are 

time-dependent 3D MHD codes that can accurately describe the time evolution of transient event in 

tokamaks.   Some of these transient events such as the seeding of a neoclassical tearing mode (NTM), 

and its subsequent locking and growing, can lead to a plasma disruption, a potentially catastrophic event 

for a burning plasma.  For this reason, the emphasis of our Center is on better understanding the causes 

of disruptions, how to avoid them, and how to mitigate them.   As part of the mitigation studies, we also 

seek to predict the consequences of a worst case non-mitigated disruption. 

Section 1 describes our efforts in NTMs with the long term goal of better understanding how and when 

they are formed, under what conditions they will lock and grow, and how this leads to a disruption and 

how best to prevent it.  Since NIMROD and M3D-C1 are fluid codes, and some intrinsic kinetic effects are 

necessary to fully describe the evolution of a NTM, we have a parallel effort, primarily by Utah State U., 

to include neoclassical kinetic effects into the fluid codes. 

One of the most damaging types of disruption is the vertical displacement event (VDE), discussed in 

Section 2, where vertical position control is lost and the plasma column firsts moves vertically and then 

disrupts.  We are the first team to attempt to predict the consequences of these VDEs in ITER by using a 

fully 3D plasma model and a realistic model for the ITER vessel.  We are proceeding through steps of first 

2D and then 3D modeling and code verification and validation to gain confidence in our results.  Again, 

the goal is to better understand the consequences of VDEs in order to effectively mitigate them. 

Section 3 describes our efforts in modeling disruption mitigation by impurity pellet injection.   We are 

approaching this using two methods: stand-alone modeling with NIMROD and/or M3D-C1, and code-

coupling modeling where we couple one of these global codes to a code, either Frontier or LPC, that 

calculates in detail the local ablation physics of the pellet.   These are being applied to both solid pellets, 

and to shattered pellets where you have hundreds of pellet fragments entering the plasma. 

Lǘ ƛǎ ǿŜƭƭ ƪƴƻǿƴ ǘƘŀǘ ƘƛƎƘ ŜƴŜǊƎȅ άǊǳƴŀǿŀȅέ ŜƭŜŎǘǊƻƴǎ ŀǊŜ ƎŜƴŜǊŀǘŜŘ ŘǳǊƛƴƎ ŀ ŘƛǎǊǳǇǘƛƻƴΦ   hǳǊ ŜŦŦƻǊǘǎ ǘƻ 

describe these and to couple them to the bulk MHD physics are described in Section 4.  We now have 

relatively crude models of runaway electrons implemented in NIMROD and M3D-C1 but have plans to 

improve the fidelity of these models by coupling with intrinsic kinetic models. 

Our efforts in experimental validation are described in Section 5.  This is of utmost importance to test 

the validity and limitations of our models. None of the projections of our models to ITER will be taken 

seriously unless we can show that they can describe similar phenomŜƴŀ ƛƴ ǘƻŘŀȅΩǎ ŜȄǇŜǊƛƳŜƴǘǎΦ   
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In Section 6 we describe applications of our codes to edge localized modes and to sawteeth.   The latter 

study is somewhat controversial, as it identifies a new mechanism for sawteeth in tokamaks.  In section 

7-9 we describe our efforts in improving the performance of our codes on some of the largest, most 

powerful computer in the world.  This improvement comes through using improved algorithms, 

improved data structures, and in finding ways to increase the parallelism of the algorithms that we use. 

Many of the improvements made by the Computer Science side of our Center will also benefit other 

applications outside of fusion that have sparse matrix problems similar in form to ours. 

1.0 Neoclassical Tearing Modes 

1.1 NTM Studies with NIMROD 
Tech-X 

¢ȅǇƛŎŀƭƭȅ b¢aǎ ŀǊŜ άōƻǊƴέ ǊƻǘŀǘƛƴƎ ƛƴ ǘƘŜ ǇƭŀǎƳŀ ŦƭǳƛŘ ŦǊŀƳŜ ƻŦ ǊŜŦŜǊŜƴŎŜΦ 5ƛǎǊǳǇǘƛƻƴǎ ƻŎŎǳǊ ŀŦǘŜǊ ǘƘŜ 

b¢a ōǊŜŀƪǎ ŀƴŘ άƭƻŎƪǎέ όƳŀƎƴŜǘƛŎ ŦƛŜƭŘ ǇŜƴŜǘǊŀǘƛƻƴ ǘƘǊƻǳƎƘ ǘƘŜ ŎƻƴŘǳŎǘƻǊύ ǘƻ ǘƘŜ ǿŀƭƭΦ !ǎ ǎǳŎƘΣ ƛǘ ƛǎ ƻŦ 

interest to establish both the physics basis of this process on present devices, such as DIII-D, and the 

scaling of the torques responsible for this locking to planned larger devices such as ITER. We are working 

with the group at Utah State University to use the drift-kinetic closures to simulate the neoclassical 

aspect of NTMs. We anticipate that these 5D computations will be computationally expensive and as 

such we have implemented the heuristic fluid closures [Gianakon et al., Phys. Plasmas 2002] into 

NIMROD to allow for parameter space exploration.  

Work, led by Eric Howell, is underway to explore the dynamics of the NTM seeding on DIII-D shot 

174446 in collaboration with Jim Callen, Rob La Haye and Bob Wilcox. This discharge uses the DIII-D ITER 

baseline parameters and shaping and contains both ELMs and sawteeth. The discharge is terminated by 

a 2/1 NTM locking and causing a disruption. The 2/1 NTM is present at low amplitude before growth to a 

large size is triggered by an ELM. Rich multiple mode dynamics are also present with 4/3 activity before 

the 2/1 grows large and and a persistent 3/2 mode throughout the discharge.  

While NIMROD is unable to simulate the long time scales associated with these rich dynamics (>1 

second) we are able to study the multi-mode dynamics. NIMROD simulations are initialized from the 

best reconstruction as constrained by magnetics, Thomson scattering and Charge exchange 

recombination (CER) spectroscopy measurements before the 2/1 begins to grow to large amplitude. The 

toroidal and poloidal flows based on the CER measurements are included as the island rotation is critical 

to mode and error field coupling as well as interaction with a resistive wall. In addition, the flow 

stabilizes any modes associated with the edge pedestal. Because simulation of an ELM crash that 

triggers and NTM mode is not practical, we apply an n=1 edge magnetic perturbation pulse at the 

boundary. The pulse envelope last for 1ms and is optimized to excite the 2/1 mode by tuning the 

magnetic coils to achieve the largest vacuum 2/1 response relative to the 3/1 response as measured at 

the respective resonant surfaces. During and shortly after the pulse the 4/1 and 3/1 modes are driven 

and the edge magnetic surface are stocasticized. The 2/1 mode is driven to small amplitude and begins 

to slowly grow. After the edge 3/1 and 4/1 edge modes decay to small amplitude at approximately 5ms 
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a rapid succession of core modes begins. Initially the 6/5 mode is driven which leads to a cascade to the 

5/4 then 4/3 ultimately exciting the 3/2 mode. At this point the 2/1 begins to grow rapidly while all 

other modes except the 3/2 decay. Examination of the pressure profile shows that the pressure is 

steepened inside each resonant surface before modes grow. Further examination through consideration 

ƻŦ ǘƘŜ ǇŀǊŀƭƭŜƭ hƘƳΩǎ ƭŀǿ όǿƘƛŎƘ Ŏŀƴ ŀƭǎƻ ōŜ ŦƻǊƳǳƭŀǘŜŘ ŀǎ ǘƘŜ ǊŀŘƛŀƭ ƛƴŘǳŎǘƛƻƴ Ŝǉǳŀǘƛƻƴύ ƛǎ ǇƭŀƴƴŜŘ ǘƻ 

study the details of the mode coupling. Another complicating factor is the value of the safety factor on 

axis is raised above one on axis to avoid exciting a large unstable 1/1 response in the sawtoothing 

discharge. 

1.2 Mode Locking  
U. Wisconsin-Madison  

Professor Ping ½ƘǳΩǎ ƎǊƻǳǇ Ƙŀǎ ŘŜǾŜƭƻǇŜŘ ŀ ƴŜǿ ǘƘŜƻǊŜǘƛŎŀƭ ƳƻŘŜƭ ƻƴ ǘƘŜ ƴƻƴƭƛƴŜŀǊ ǇƭŀǎƳŀ ǊŜǎǇƻƴǎe to 

external magnetic perturbation without assuming the standard no-slip condition between plasma flow 

and the island.  The model is composed of the equations for the evolution of the width and phase of 

magnetic islands that are forced by external perturbation and a force-balance equation for the plasma 

flow.  They find that when the island width is much less than the resistive layer width, the island growth 

is governed by the linear HahmςKulsrudςTaylor solution in the presence of time-dependent plasma 

flow.  In the large-island limit, the evolution of both the island width and phase is consistent with 

Rutherford theory.  The island solution is used to construct the quasilinear electromagnetic force, which, 

together with the viscous one, contributes to the nonlinear variation in plasma flow.  The no-slip 

condition assumed in the conventional error field theory is not imposed, and the island oscillation 

frequency depends on, but does not necessarily equal, the plasma flow frequency at the rational 

surface.  This work has been published in Ref. [8]. 

1.3 Incorporating Kinetic Effects into NTM modeling  

1.3.1 Improved computation of the Rosenbluth potentials  

Last year it was noticed that before proceeding with our work to introduce kinetic effects into 

simulations of NTMs, improvements were needed to the previous implementation of the Rosenbluth 

potentials in the field portion of the collision operator.  Drs. Andrew Spencer and Held put a great deal 

of work into constructing an efficient and more accurate method for computing the Rosenbluth 

potentials.  Part of this work entailed finding a robust method of integrating over singularities in the 

Green's functions of the velocity space Poisson equation. We implemented a numerical splitting 

technique adapted from the astrophysics community where gravitational potentials from axisymmetric 

sources are computed. We also were able to derive a series expansion that reduced the dimensionality 

of a large portion of the calculation. The results of our algorithm were compared to ǘƘƻǎŜ ƻŦ ŀ ǘƘƛǊŘπ

party general adaptive integrator to demonstrate convergence to a desired accuracy. Our algorithm was 

significantly more efficient, and able to quickly evaluate results for cases where the third party software 

was not able to complete the calculation due to running out of computer memory.  In the process of 

writing our work up for an article for Computer Physics Communications, we found a simplification of 

the series expansion that may be able to reduce the dimensionality of the entire evaluation of the 

Rosenbluth potentials. This depends on how efficiently Legendre polynomials can resolve localized 
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structures of the velocity distribution function in pitch angle, such as arise at trapped/passing 

boundaries in tokamak plasmas. We are currently exploring this before publishing our work and 

resuming work on NTMs. If it is found that the expansion can be extended to the whole velocity domain, 

then kinetic simulations of neoclassical tearing modes will be greatly accelerated. 

1.3.2 Analytic form f or Coulomb collision operator for arbitrary flow ordering  

The major goal of this work was to develop accurate closure relations which can capture runaway 

ŜƭŜŎǘǊƻƴ ŜŦŦŜŎǘǎΦ CƻǊ ŀƴ ŀǊōƛǘǊŀǊȅ ǊŜƭŀǘƛǾŜ Ŧƭƻǿ ǾŜƭƻŎƛǘȅ ōŜǘǿŜŜƴ ŜƭŜŎǘǊƻƴǎ ŀƴŘ ƛƻƴǎ ό±Ŝƛ  ±Ŝ ҍ ±ƛύΣ we 

have developed formalism to calculate the collisional moments of the Landau (Fokker-Planck) operator.  

We have derived explicit formulas for the analytic collision coefficients which are expressed in terms of 

finite series of Vei. Since the moment expansion is performed in each fluid frame with a shifted 

Maxwellian distribution function, the formulas are exact for arbitrary Vei. The formulas involve only 

algebraic expressions and can be implemented in symbolic computation programs such as Mathematica 

and Maple. The theoretical work has been published in [9].  The results may be used in situations where 

the electron distribution has developed a significant flow moment, on the order of the electron thermal 

speed, but a relativistic treatment is not yet necessary. Corrections terms in Vei are critical for handling 

the early-in-time development of a runaway electron (RE) distribution that often accompanies 

disruptions. 

1.3.3 Successful implementation and testing of time -implicit moment terms in CEL -DKE for 

neoclassical transport calculations  

During Dr. Held's sabbatical year at U. of Wisconsin-Madison, he worked closely with his colleague Dr. 

Chris Hegna and former USU undergrad/now Wisconsin graduate student Joseph Jepson. In the fall of 

2019, Dr. Jim Callen also participated in meetings on the predictions of ion CEL-DKE kinetics using the 

continuum kinetic model in NIMROD. This work led to several improvements in the implementation of 

time-implicit moment terms, like the anisotropic part of the stress tensor. A time-implicit treatment for 

moments of the non-Maxwellian distribution function is essential to taking large time steps in hybrid 

fluid/kinetic simulations of NTMs. The work on the ion CEL-DKE moment terms has paved the way for 

NTM simulations using an Alfvenic time steps.  Joseph is preparing a publication with Drs. Held, Hegna 

and Callen as co-authors. 

2.0 Vertical Displacement Events  

A Vertical Displacement Event (VDE) is an off-normal occurrence in a tokamak in which position control 

of the discharge is lost, and the tokamak plasma moves rapidly upward or downward until it makes 

contact with the vacuum vessel. The discharge current in ITER will be up to 15 MA. When a plasma with 

this current makes contact with the vessel, it will induce large currents into the metallic vessel, and 

these currents will cause large forces. Previous studies commissioned by ITER to calculate these forces 

assumed that the plasma remained axisymmetric during the VDE to simplify the calculation. However, it 

is known that the plasma column will deform and produce "sideways forces" in ITER that could 

potentially damage the machine. Our two flagship MHD codes, NIMROD and M3D-C1 now have the 
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capability of modeling a fully 3D plasma interacting with a conducting structure. We are using this 

capability to realistically model a full 3D VDE in ITER and to calculate the expected forces. 

2.1 Benchmarking Activity  
U. Wisconsin-Madison, PPPL 

:  The NIMROD and M3D-C1 cods are widely used for modeling macroscopic plasma dynamics in 

magnetic confinement systems, including disruption applications.  As such, verifying their disruption-

modeling capabilities is important.  During this past year we completed and published a benchmarking 

study of axisymmetric VDE modeling with the NIMROD, M3D-C1, and JOREK codes [1].  We have also 

started benchmarking 3D evolution, where asymmetric instability results from contact with the wall.  

This work is part of the FY2020 theoretical performance target/milestone for Fusion Energy Sciences.  

[see http://m3dc1.pppl.gov/2020TheoryMilestone.html].  The computations are based on an 

equilibrium fit of NSTX discharge 139536 after feedback stabilization had been partly suppressed to 

allow vertical instability.    While all three codes have been developed for macroscopic stability, they 

differ in the equations that are solved and in their numerical methods.  NIMROD and M3D-C1 solve 

equations for full-MHD, whereas JOREK [Huysmans, et al., Plasma Phys. Control. Fusion 51, 124012 

(2009)] is used to solve reduced-MHD equations.  NIMROD solves primitive-field equations for flow 

velocity and magnetic field, and M3D-C1 and JOREK use potential-field representations.  Numerically, 

NIMROD uses semi-implicit and implicit methods for its temporal advance, together with spectral-

elements/Fourier series for its poloidal/toroidal spatial representation.  M3D-C1 and JOREK use implicit 

temporal advances, and M3D-/мΩǎ ǎǇŀǘƛŀƭ ǊŜǇǊŜǎŜƴǘŀǘƛƻƴ ǳǎŜǎ ǊŜŘǳŎŜŘ ǉǳƛƴǘƛŎ ŜƭŜƳŜƴǘǎκIŜǊƳƛǘŜ Ŏubics, 

whereas JOREK uses Bezier elements/Fourier series.  Thus, this three-code benchmarking compares 

distinct approaches. 

For the 3D comparison, each of the three codes is run in 2D until the last closed flux surface (LCFS) 

contacts the wall.  This phase is similar to the full nonlinear computation of the Krebs, et al. paper, but 

plasma and wall resistivity values, particle diffusivity, and thermal conductivities are made an order of 

magnitude larger.  This is done so that the subsequent 3D phase occurs more rapidly.  After LCFS 

contact, the computations are restarted in 3D with thermal conductivities increased by two orders of 

magnitude and particle diffusivity increased by 26.  This initiates an artificial thermal quench (TQ), i.e. 

one that does not occur from 3D instability, which also helps shorten the required computation time.  As 

shown in Fig. 1, after approximately 1 ms into this 3D phase, the safety-factor profile has flattened to a 

nearly uniform value of 2.  An external m=2, n=1 mode then grows robustly and excites other modes as 

it saturates, which accelerates the TQ by eroding the outer flux surfaces (Fig. 2).  The resolution of the 

NIMROD computation has been tested by increasing the toroidal Fourier resolution from n ¢10 to n ¢21, 

starting at 9.3 ms, which is when the mode coupling strengthens.  The evolution of thermal energy and 

magnetic fluctuation energy, shown in Fig. 3, indicates that the computations are already reasonably 

well resolved with n ¢10.  Convergence is facilitated by the relatively low ratio of parallel and 

perpendicular thermal conductivities of 105.  Computed results on net horizontal and vertical forces on 

the resistive wall are shown in Fig. 4. 

http://m3dc1.pppl.gov/2020TheoryMilestone.html
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The milestone report documents the 3D benchmarking.  As an example, Fig. 5 shows the evolution of 

magnetic fluctuation spectra from NIMROD and JOREK computations with n ¢10 and from an M3D-C1 

computation with 16 toroidal planes.  While there are quantitative differences in the timing of activity 

and in energy levels, the three codes reproduce essentially the same dynamics. 

  

Figure 1.  Closed-flux safety-factor profiles at the beginning of the 3D phase and at the onset of (2,1) activity (left), and 

evolution of magnetic fluctuation energies from the 3D NIMROD computation with toroidal resolution of n ¢10 (right). 

 

  

Figure 2.  Color contours of plasma pressure over a constant toroidal-angle plane at times 9.35 ms (left) and 9.4 ms (right) of 

the NIMROD computation with n ¢21. 
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Figure 3.  Evolution of thermal energy (left) and of magnetic fluctuation energies (right) from the two NIMROD computations 

with differing toroidal resolution. 

  

Figure 4.  Evolution of horizontal (left) and vertical (right) forces on the resistive wall, as computed in the 3D NIMROD 

computations with n ¢10 and with n ¢21. 
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Figure 5.  Comparison of magnetic fluctuation energies from NIMROD (solid traces), JOREK (dashed), and M3D-C1 (dash-dot) 

over the 3D evolution.  Here, computation times are shifted to match the start of the rapid-growth phase with t = 0 being the 

start of the 3D run segment.  [JOREK data courtesy of F. J. Artola.] 

 

2.2 The Force due to Axisymmetric Halo Currents  in ITER 
PPPL 

Vertical displacement events (VDEs) can occur in elongated tokamaks causing large currents to flow in 

the vessel and other adjacent metallic structures. To better understand the potential magnitude of the 

ŀǎǎƻŎƛŀǘŜŘ ŦƻǊŎŜǎ ŀƴŘ ǘƘŜ ǊƻƭŜ ƻŦ ǘƘŜ ǎƻ ŎŀƭƭŜŘ ΨƘŀƭƻ ŎǳǊǊŜƴǘǎΩ ƻƴ ǘƘŜƳΣ ǿŜ ƘŀǾŜ ǳǎŜŘ ǘƘŜ aо5-C1 code in 

Ref. [2] to simulate potential VDEs in ITER. We used actual values for the vessel resistivity and pre-

quench temperatures and, unlike most of the previous studies, the halo region is naturally formed by 

triggering the thermal quench with an increase in the plasma thermal conductivity. We used the 2D non-

linear version of the code and vary the post- thermal quench thermal conductivity profile as well as the 

boundary temperature in order to generate a wide range of possible cases that could occur in the 

experiment. We also show that, for a similar condition, increasing the halo current does not increase the 

total force on the wall since it is offset by a decrease in the toroidal contribution. 

2.3 #ÁÌÃÕÌÁÔÉÏÎ ÏÆ σ$ Ȱ3ÉÄÅ×ÁÙÓ &ÏÒÃÅȱ ÉÎ ITER 
PPPL 

The report obtainable as Ref. [12] describes the first ever 3D MHD simulation of a vertical displacement 

event disruption in ITER using a model for the ITER vacuum vessel with a realistic time constant and a 

multi-region conductivity model.   The vertical vessel forces that we calculate are consistent with those 

obtained previously with 2D simulations [1].   The horizontal (or sideways) forces calculated are 

substantially smaller than what one would obtain from a straightforward scaling of JET results to larger 

values of the plasma current and magnetic field.   This result was obtained with M3D-C1.   If it can be 

independently verified, it will remove a large uncertainty regarding the effects of disruptions on the ITER 

vessel. 

3.0 Disruption Mitigation  

 

3.1 NIMROD SPI Disruption Mitigation Development  
General Atomics  

NIMROD SPI simulations are concluding a scan of several parameters, including viscosity and toroidal 

deposition to study their impact on the quench dynamics. As expected, lower viscosity results in shorter 

thermal quench time due to a stronger linear response resulting in faster onset of (2,1) and (3,2) tearing 

modes. The final thermal collapse is usually dominated by a (1,1) core mode. These instabilities disrupt 
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the plasma and are accompanied by a bright burst of rapid thermal collapse. Due to the instability driven 

thermal collapse, radiation efficiency is at best ~50% 

Dependence on the toroidal deposition is less obvious, but typically narrow depositions leads to a 

stronger instability drive.  However, the strong nonlinear nature of these simulations complicates a 

straight linear interpretation. Although onset is earlier, the saturation amplitudes may be smaller than 

for the broader deposition. Also, the higher concentration of a narrower toroidal deposition results in 

less overall ablation and assimilation  . Analysis continues on the toroidal dependence. 

FƻǊ {tL ǘƘŜǊƳŀƭ ǉǳŜƴŎƘŜǎΣ ǘƘŜ ŎǳǊǊŜƴǘ ǎǇƛƪŜ ƛǎ ƻōǎŜǊǾŜŘ ǘƻ ƻŎŎǳǊ ǎŜǾŜǊŀƭ млл˃ǎϥǎ ŀŦǘŜǊ ǘƘŜ ǇƭŀǎƳŀ 

thermal quench.  {ȅƳƳŜǘǊƛŎ ƳǳƭǘƛπƛƴƧŜŎǘƻǊ {tL simulations show that the current spike can be 

suppressed if the final dominant (1,1) core mode can be suppressed. This is achieved in NIMROD with 

dual SPI injectors placed 180º apart (similar to KSTAR's SPI system).  Simultaneous dual SPI injectors can 

coƳǇƭŜǘŜƭȅ ǎǳǇǇǊŜǎǎ ƻŘŘ ƴπƳƻŘŜǎ ŀƴŘ ǊŜǎǳƭǘ ƛƴ ŀ ōŜƴƛƎƴ ǘƘŜǊƳŀƭ ǉǳŜƴŎƘ όŀōǎŜƴŎŜ ƻŦ radiation spikes 

ŀƴŘ ŎǳǊǊŜƴǘ ǎǇƛƪŜǎύ ǿƛǘƘ ƘƛƎƘ ǊŀŘƛŀǘƛƻƴ ŜŦŦƛŎƛŜƴŎȅ Ҕ ул҈Φ !ƴŀƭȅǎƛǎ ŎƻƴǘƛƴǳŜǎ ƻƴ ƳǳƭǘƛπƛƴƧŜŎǘƻǊ {tLΦ 

These parameter scan results are being analyzed and compiled for publication and submitted for an 

invited presentation at the upcoming IAEA meeting. 

U. Wisconsin-Madison  

tǊƻŦΦ tƛƴƎ ½ƘǳΩǎ ƎǊƻǳǇǎ ŀǘ ǘƘŜ ¦ƴƛǾŜǊǎƛǘȅ ƻŦ {ŎƛŜƴŎŜ ŀƴŘ ¢ŜŎƘƴƻƭƻƎȅ ƻŦ /Ƙƛƴŀ ŀƴŘ ŀǘ IǳŀȊƘƻƴƎ ¦ƴƛǾŜǊǎƛǘȅ 

of Science and Technology investigate a range of disruption-related macroscopic dynamics.  Their new 

study of disruption mitigation investigates why a (2,1) MHD mode is almost universally observed before 

the TQ and why an internal cold bubble structure is observed.  Their recent NIMROD computations with 

massive gas injection (MGI) modeling [Izzo, Nucl. Fusion 46, 541 (2006)] find that the impurity density 

penetration and radiation cooling lead to the formation of an X-point reconnection site and then 

stochastic magnetic field at the interface between impurity and main-species plasma.  As this interface 

moves with changing magnetic topology, the impurity distribution spreads inside the q=1 surface 

through the O-point of an inner (2,1) structure and forms a cold bubble that leads to the final phase of 

the TQ. 

3.2 M3D-C1 Disruption Mitigation  
General Atomics  

Making use of new physics and numerical techniques to improve robustness of the simulations, we 

performed initial M3D-/мǾŀƭƛŘŀǘƛƻƴ ǿƛǘƘ 5LLLπ5 ǇŜƭƭŜǘπƛƴƧŜŎǘƛƻƴ ŜȄǇŜǊƛƳŜƴǘǎΦ {ƛƳǳƭŀǘƛƻƴǎ ǿƛǘƘ ŘƛŦŦŜǊŜnt 

pellet compositions were performed showing ŀ ŦŀǎǘŜǊ ǘƘŜǊƳŀƭ ǉǳŜƴŎƘ ŦƻǊ ǇǳǊŜπƴŜƻƴ ǇŜƭƭŜǘǎ ŀǎ 

ŎƻƳǇŀǊŜŘ ǘƻ ƳƛȄŜŘπƴŜƻƴπŘŜǳǘŜǊƛǳƳ ǇŜƭƭŜǘǎΦ ¢ƘŜ ǇǳǊŜπƴŜƻƴ ǇŜƭƭŜǘ ǎƘowed ncreased radiation and also 

drove a strong n Ґ м ƛƴǎǘŀōƛƭƛǘȅΣ ǿƘƛƭŜ ǘƘŜ ƳƛȄŜŘπƴŜƻƴπŘŜǳǘŜǊƛǳm pellet resulted in a quiescent  

ǊŀŘƛŀǘƛƻƴπŘƻƳƛƴŀǘŜŘ ǘƘŜǊƳŀƭ ǉǳŜƴŎƘΦ ¢Ƙƛǎ ǊŜǎǳƭǘ ǉǳŀƭƛǘŀǘƛǾŜƭȅ ŀƎǊŜŜǎ ǿƛǘƘ ōƻǘƘ ŜȄǇŜǊƛƳŜƴǘ ŀƴŘ 

NIMROD simulations. Additional modeling showed that more poloidally localized impurity sources result 

in early MHD instability. 
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aо5π/м Ƙŀǎ ŀƭǎƻ ōŜŜƴ ǳǇƎǊŀŘŜŘ ǘƻ ŀƭƭƻǿ ŦƻǊ ŀƴ ŀǊōƛǘǊŀǊȅ ƴǳƳōŜǊ ƻŦ ǇŜƭƭŜǘ ƛƳǇǳǊƛǘȅ ǎƻǳǊŎŜǎΦ ¢Ƙƛǎ Ƙŀǎ 

been used to perform initial modeling of dual pellet injection and will be used to simulate plumes of 

shattered pellet fragments. 

3.3 M3D-C1/NIMROD Code verification  Benchmarking  
General Atomics  

Building off a highly successful 2D benchmark, 3D simulations of the same scenario with axisymmetric, 

ƻƴπŀȄƛǎ ƛƳǇǳǊƛǘȅ ŘŜǇƻǎƛǘƛƻƴ ǿŜǊŜ ǇŜǊŦƻǊƳŜŘ ōȅ ōƻǘƘ aо5π/м ŀƴŘ bLawh5Φ .ƻǘƘ ŎƻŘŜǎ ŦƻǳƴŘ ǘƘŀǘ ǘƘŜ 

plasma remained axisymmetric deep into the thermal quench. Eventually, the current sheet that forms 

ƎƻŜǎ ƴƻƴπŀȄƛǎȅƳƳŜǘǊƛŎŀƭƭȅ ǳƴǎǘŀōƭŜΣ ǊŜǎǳƭǘƛƴƎ ƛƴ ŀ ŎǳǊǊŜƴǘ ǎǇƛƪŜ ŦƻƭƭƻǿŜŘ ōȅ ŀ Ŧŀǎǘ ŎǳǊǊŜƴǘ ǉǳŜƴŎƘΦ ¢ƘŜ 

aо5π/м ǎƛƳǳƭŀǘƛƻƴǎ ǎƘƻǿŜŘ ŀ ǾŜǊȅ ǇǊƻƴƻǳƴŎŜŘ ŎǳǊǊŜƴǘ ǎǇƛƪŜ ƻŦ мл҈ ƻŦ ǘƘŜ ǘƻǘŀƭ ŎǳǊǊŜƴǘΦ CǳǊǘƘŜǊ aо5π

C1 simulations were carried out, showing the existence of the current spike independent of time step, 

toroidal resolution, or hyper-diffusivity. 

Lƴ ŀŘŘƛǘƛƻƴΣ ŀ ōŜƴŎƘƳŀǊƪ ōŜǘǿŜŜƴ aо5π/м ŀƴŘ bLawh5 ƛǎ ǳƴŘŜǊǿŀȅ ŦƻǊ ŀƴ ŜȄǘŜǊƴŀƭƭȅ injected pellet in 

5LLLπ5Φ Lƴƛǘƛŀƭ ǊŜǎǳƭǘǎ ǎƘƻǿ ŜȄŎŜƭƭŜƴǘ ŀƎǊŜŜƳŜƴǘΣ ōǳǘ aоC1 simulations have been stymied due to the 

ŦƻǊƳŀǘƛƻƴ ƻŦ ƴŜƎŀǘƛǾŜπǘŜƳǇŜǊŀǘǳǊŜ regions. Work on this is in progress. 

3.4 Local Modeling of Pellet ablation and Coupling to MHD codes  
Stony Brook U. and General Atomics  

3.4.1 Studies of the grad-B drift effect  

In a tokamak magnetic field, the pellet ablation cloud propagates along magnetic field lines. In addition, 

a rapid movement of the ablated material towards the outward major radius R direction has been 

observed. This motion has been attributed to a vertical curvature and grad-B drift current induced inside 

the ionized ablated material by the 1/R toroidal field variation. The uncompensated vertical drift current 

inside the cloud causes charge separation at the boundary. The resulting electrostatic field induces the 

ExB drift to the large-R side of the torus. This transverse motion, which we call the grad-B drift effect, 

established the pellet shielding length of the ablation cloud. 

In the axially symmetric approximation, grad-B drift cannot be resolved. Without the transverse motion, 

the ablated material would extend along magnetic field lines, increasing the pellet shielding and 

eventually stopping the pellet ablation. Therefore, a finite shielding length of 16 cm (a theoretical 

estimate) was imposed in both codes for axisymmetric pellet ablation in magnetic fields. Axisymmetric 

simulations predict a strong reduction of the ablation rate in magnetic field of increasing strength for 

both deuterium and neon pellets (see Figure below). 
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Figure 6. Ablation rate as a function of B for neon (red) and deuterium (green) pellets computed from the FronTier and 

Lagrangian particle pellet codes in axially symmetric approximation. The shielding length was set as 16 cm for all values of 

the magnetic field. 

We have performed extensive studies of the grad-B drift effect using the Lagrangian particle code. The 

drift velocity v_D is implemented as 
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where w ƛǎ ǘƘŜ ǘƻƪŀƳŀƪ ƳŀƧƻǊ ǊŀŘƛǳǎΣ t ŀƴŘ ˊ ŀǊŜ ǘƘŜ ŀōƭŀǘƛƻƴ cloud pressure and density, P¤  is the 

ambient plasma pressure, M is the Mach number of the ablation flow, vA is the Alfven velocity, and ộAỚ 

denotes the integral of quantity A along magnetic field lines. A neon pellet cloud cross-section showing 

the shielding length obtained self-consistently via the grad-B drift is shown in Figure 7below.  

 

 

 

 

 

 

Figure 7. Cross-section of neon pellet ablation cloud showing the shielding length obtained self-consistently via the grad-B 

drift.  

Shielding length  
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We performed studies of the influence of various terms in the grad-B drift formula and showed that the 

Mach number term provides an essential contribution while the last term, describing the Alfven wave 

drag, is negligibly small. With grad-B drift, we observe a smaller reduction of the ablation rate in 

magnetic field compared to simulations with fixed shielding length. This is due to a combine effect of 

shorter shielding lengths and slightly changed hydrodynamic states in the ablation cloud. Grad-B drift in 

DIII-D (R0 = 1.6 m) is stronger compared to ITER (R0 = 6.2 m), all other factors assumed equal. 

 

Figure 8.  Ablation rate of neon pellets in magnetic fields with resolution of grad-B drift.  

Tables below shows values of the ablation rate and the shielding length for the DIII-D and ITER major radii.   

 

 

 

 

 

 

 

 

 

 

 

 

 

B (T) 

DIII -D 

Shielding 

length, cm 

G(g/s)  B(T) 

ITER 

Shielding 

length, cm 

G(g/s) 

2 18 23.7 2 35.5 21.3 

4 14 20.0 4 30 16.2 

5 13 18.5 5 27.5 15.1 

6 12 17.6 6 25.5 14.4 
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Figure 9.  Ablation rate of deuterium pellets in magnetic fields with resolution of grad-B drift.  

This study shows that any empirical G(B) fitting function should be dependent on the tokamak major 

radius. Since B/R does not change significantly for various tokamaks (B[Tesla]/R[m] ~ 1), we are building 

a pellet ablation simulation database assuming the constant B/R=1 ratio 

3.4.2 Influence of radiation model, EOS for mixtures  

All simulation results for neon pellets presented above used a thin optical limit radiation model and a 

database precomputed with the CRETIN code. Additional analysis shows that re-absorption of radiation 

could be important. Using the PrismSPECT code, E. Hollmann and P. Parks computed an emissivity table 

by considering the full neon radiation spectrum and the radiation absorption in a density ς temperature 

thermodynamic domain typical for neon pellet ablation clouds. Simulations with the new reduced 

radiation model resulted in significantly increased temperatures. In turn, the increased temperature 

caused more intense radiation. Preliminary studies showed small influence of the radiation model 

change on the pellet ablation rates, but this work will continue in the future with improved radiation 

tables. 

 

Figure 10. Comparison of the radiation and electron heating power densities for the old (thin optical limit) and new radiation 

models. With both radiation models, the electron heat flux is significantly higher than radiation close to the pellet surface. 

With the new radiation model, radiation is much close to the electron heat flux in the far field. 
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We have also developed an equation of state model for neon ς deuterium mixtures in the 

approximation of local thermodynamic equilibrium (Saha model). The model was implemented in a 

stand along code for building tabulated EOS data sets for the Lagrangian particle code. The new EOS 

model will be used in the future for the simulation of composite pellets. 

3.4.3 Simulation  with changing radius pellets  

 All simulations results presented above were obtained with a fixed-radius pellet in order to obtain 

steady-state ablation rates. In this section, we summarize simulations with decreasing radius pellets due 

to the ablation process. This study established a very important result: for simulations in magnetic fields 

(for both settings of the shielding length: the fixed shielding length and the grad-B drift-defined shielding 

length), the ablation rate still scales mainly as G~r_p^(4/3), just as in the case of the theoretical scaling 

law for spherically-symmetric ablation. 

 

Figure 11. Simulation of a neon pellet with decreasing radius due to the ablation process in 2 T magnetic field with the 

shielding length established by the grad-B drift. Blue lines depict LP simulation result. Red line corresponds to the ODE 

solution based on the analytic scaling law. The initial ablation rate for the scaling law was obtained from LP simulations. 

 

3.4.4 Multiscale coupling of LP and tokamak MHD codes  

General Atomics  

²Ŝ ǿƻǊƪŜŘ ǿƛǘƘ ŎƻƭƭŜŀƎǳŜǎ ŀǘ {ǘƻƴȅ .Ǌƻƻƪ ¦ƴƛǾŜǊǎƛǘȅ ǘƻ ŎƻǳǇƭŜ aо5π/м ŀƴŘ bLawh5 ǘƻ ǘƘŜ [ŀƎǊŀƴƎƛŀƴπ

particle (LP) code being developed to simulate the detailed physics of pellet ablation more accurately. A 

ŦƛƭŜπōŀǎŜŘ ƭƻƻǎŜ ŎƻǳǇƭƛƴƎ ǿŀǎǇŜǊŦƻǊƳŜŘΦ ! ǎŎǊƛǇǘ ǿŀǎ created such that the LP code could read needed 

ǇƭŀǎƳŀ ƛƴŦƻǊƳŀǘƛƻƴ όŜΦƎΦΣ ŘŜƴǎƛǘȅΣ ǘŜƳǇŜǊŀǘǳǊŜΣ ƳŀƎƴŜǘƛŎ ŦƛŜƭŘ ǎǘǊŜƴƎǘƘύ ŦǊƻƳ aо5π/м ƻǳǘǇǳǘΦ ¢ƘŜ [t 

ŎƻŘŜ ǿŀǎ ǘƘŜƴ ŀŘǾŀƴŎŜŘ ǘƻ ǎǘŜŀŘȅπǎǘŀǘŜ ǘƻ ǎƛƳǳƭŀǘŜ ǘƘŜ ŀōƭŀǘƛƻƴΣ ƛƻƴƛȊŀǘƛƻƴΣ ŀƴŘ ŀŘǾŜŎǘƛƻƴ ƻŦ ǘƘŜ 

impurities around the pellet. A file was created specifying the location and configuration of each LP that 

Ƙŀǎ ŘǊƛŦǘŜŘ ƻǳǘ ƻŦ ǘƘŜ ŎƻŘŜΩǎ ǎƛƳǳƭŀǘƛƻƴ ŘƻƳŀƛƴΦ ! ǎƳƻƻǘƘ ƛƳǇǳǊƛǘȅ ǎƻǳǊŎŜ ŦƻǊ ŜŀŎƘ ŎƘŀǊƎŜ ǎǘŀǘŜ ǿŀǎ 

ŎǊŜŀǘŜŘ ƛƴ aо5π/м ōȅ ǇǊƻƧŜŎǘƛƴƎ ǘƘŜ [tǎ ŀǎ ŘŜƭǘŀ ŦǳƴŎǘƛƻƴǎ ƻƴǘƻ ǘƘŜ aо5π/м ŦƛƴƛǘŜ ŜƭŜƳŜƴǘǎΦ ¢ƘŜ ƴŜȄǘ 

step will be to iterate between the codes for a dynamic simulation. 
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4.0 Runaway Electrons  
High energy runaway electrons will be generated during a disruption.   There is another SciDAC, 

SCREAM, which is primarily concerned with describing the generation of runaway electrons.   However, 

our disruption modeling codes NIMROD and M3D-C1 need some model for the runaway electrons and 

how the effect the MHD evolution of the disrupting plasma.   We describe relatively crude models of 

runaway electron dynamics that we have coupled with the MHD codes to start to understand their 

effects on the MHD.   The longer term plans is to couple our codes with more complete kinetic models 

being developed within the SCREAM SciDAC. 

4.1 Reduced Runaway Electron Model  in NIMROD 
U. Wisconsin-Madison  

When the thermal quench of a disruption cools the electron species, the resulting large electric field can 

exceed conditions for collisional electron force-balance along the magnetic field.  This accelerates the 

most energetic, least collisional part of the distribution, and the ensuing relativistic runaway beam of 

electrons then carries current.  Besides the damage that this beam can cause, it lengthens the timescale 

of the current quench and affects the current density distribution.  Most theoretical studies of REs focus 

on their kinetic physics, yet the interaction with the overall discharge evolution and the influence on 

macroscopic instabilities is also important.  Fully kinetic descriptions of REs for macroscopic evolution 

are desirable, but they will be computationally challenging, particularly for spatially 3D modeling.  As a 

practical step, we are implementing a variant of a fluid model that has been used by Helander, et al., 

[Phys. Plasmas 14, 122102 (2007)] and by Cai and Fu [Nucl. Fusion 55, 022001 (2015)] for studying 

macroscopic stability with RE effects.  A similar model has also been implemented in the reduced-MHD 

codes EXTREM [Matsuyama, et al., Nucl. Fusion 57, 066038 (2017)] and JOREK [see Bandaru, et al., Phys. 

Rev. E 99, 063317 (2019)].  The REs are described by cold-beam drift kinetics, where the large parallel 

speed models relativistic propagation, and perpendicular flow is governed by drifting.  The REs are then 

described by a fluid continuity equation, and their electrical current is coupled into the Ohm's law for 

macroscopic dynamics by considering the RE population to be free of electrical resistivity.  The rest of 

the system of equations is the standard extended-MHD system, except that the parallel force density on 

the runaway electrons appears in the flow velocity equation.  This model is summarized by Eqs. (1-3). 

  (1) 

  (2) 

  (3) 

Postdoctoral associate Dr. Ge Wang started implementing this model in NIMROD during the previous 

reporting period.  He used a least-squares approach for the flux terms in Eq. (1) to improve numerical 

stability when computing with large parallel RE speeds.  Before his term ended in December, he had also 
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started to implement the source term in Eq. (1), which is described in the Matsuyama and Bandaru 

papers.  Graduate student Alex Sainterme has since taken the lead on this development effort.  He has 

completed the implementation of the source term and has developed an analytical solution for spatially 

decoupled evolution, which he is using for verification.  He has also implemented an outer iteration loop 

to converge the advance of magnetic field and the evolution of RE density with consistent temporal 

centering. 

4.2 Reduced Runaway Electron Model in M3D -C1 
PPPL 

Chen Zhao and Chang Liu have led the effort to incorporate the runaway electron model given by Eq. 

(1)-(3) into M3D-C1, which has led to two publications this year.[4-5]. In these papers, they consider the 

interactions of runaways on low mode number tearing modes in tokamaks. The fluid runaway electron 

model has been implemented to  the  M3D-C1 code. To benchmark, they reproduced the MHD linear 

tearing mode results (with runaway electrons) in a circular cylinder presented in previous analytic 

studies [Helander, P., et al, Phys. Plasmas 14 144102 (2007)] and have extended them  with a numerical 

eigenvalue calculation. It was found that the low mode number tearing mode has a rotation caused by 

the MHD - runaways interaction, and the perturbed toroidal current scale length is much smaller with 

runaways than without and decreases as the runaway speed increases.   This model has since been 

extended to include the runaway source term [J. Connor and R. Hastie 1975 Nucl. Fusion 15 415] and is 

being applied to model some DIII-D shots in which significant runaways were generated.  

5.0 Additional  Experimental Validation  
Validation of our models with existing experiments is an essential step in model development and 

application to ITER.  We list three areas in which we have made progress in validating certain aspects of 

our models. 

5.1 Validation  studies with CTH 
Tech- X 

We are collaborating with professors Jim Hanson and Dave Maurer at Auburn University in using 

NIMROD to simulate disruptions in the Compact Toroidal Hybrid experiment (CTH). Experimentally they 

observe that the application of sufficient external 3D magnetic fields allows operation with a edge safety 

factor less than 2 (a hard operation limit in axisymmertic tokamaks). However, in these low safety factor 

(low-q) discharges with small 3D external fields, disruptions often result during the current decay after 

peak current. Disruptions are suppressed in low-q discharges with a high degree of 3D shaping. Eric 

Howell, is helping advise postdoctoral researcher Omar Ortiz, at Auburn University on using NIMROD to 

investigate the dynamics of these low-q disruptions. 
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5.2 Validation studies with JET  
HRS Fusion 

M3D-C1 simulations were carried out of asymmetric wall force in JET asymmetric vertical displacement 

event (AVDE) disruptions. The main physics result is the wall force resulting from an AVDE is quenched 

when the current quench time    is less than the magnetic wall penetration time   . The simulations are 

being done with several values of     . Simulations with the experimental     = 0.005s are in progress. 

Shorter values of   were used to allow shorter runs, and to see whether there is a     scaling of the wall 

force, where   is the effective growth rate of the MHD instability causing the asymmetry.  The runs were 

initialized with data from shot 71985 which experienced an AVDE disruption. The current in the 

simulations was driven with a time dependent electric field, to give control over the current quench 

time, while keeping     fixed. 

The wall force can be approximated with the Noll force   ,  where B is the magnetic field strength, I is the 

toroidal current, Z is the vertical displacement, and   is the rms amplitude of the toroidal variation of IZ. 

This can be compared in the JET data and simulations, which are in good agreement. This is shown in Fig. 

11. 

A main new result is that the wall force is produced by a (1,1) external kink mode, which is destabilized 

when the vertical displacement event (VDE) causes magnetic flux to be scraped off at the edge of the 

plasma. The causes q to drop at the plasma edge. When q drops to q =1, the instability is triggered. It 

was found that when the current quench time   <  , q does not drop to 1. This causes a weaker 

instability, which produces a weaker wall force. This is seen in Fig.12. 

 

Fig.11 JET data and M3D-C1 simulations of Noll force., which are in good agreement. When the current quench time is small, 

the force vanishes. The CQ time is normalized to the VDE time. Also shown is M3D-C1 wall force, which agrees well with the 

Noll force. 
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 Fig. 12 shows the relation between the edge q and the Noll force for three cases with different CQ times. The upper panel 

shown the toroidal current and halo current as a function of time for the three cases. The second panel shows the vertical 

displacement and q. When q = 1, the Noll force is produced, shown in the bottom panel. The Noll force and halo current are 

smaller, the faster the current quench. 

5.3 Validation studies with MST  
U. Wisconsin-Madison  

Graduate student Brian Cornille is simulating tokamak disruption physics in the Madison Symmetric 

Torus (MST), and he is conducting development work that will contribute to NIMROD disruption 

modeling.  The simulation effort is in coordination with MST experimental research.  Cornille had 

previously applied 0-beta NIMROD simulations to an MST tokamak campaign, which investigated the 

effects of resonant magnetic perturbation (RMP) on RE confinement.  The effects of RMP on magnetic 

ǘƻǇƻƭƻƎȅ ǎƘƻǿƴ ōȅ /ƻǊƴƛƭƭŜΩǎ ǎƛƳǳƭŀǘƛƻƴǎ ǇǊƻǾƛŘŜ ŀ ǇƭŀǳǎƛōƭŜ ŜȄǇƭŀƴŀǘƛƻƴ ŦƻǊ ǘƘŜ ŜȄǇŜǊƛƳŜƴǘŀƭ 

observations of RE de-confinement, and this is an important part of a recent publication [6].  Cornille is 

now working with Matt Beidler of Oak Ridge National Laboratory to improve the coupling of NIMROD 
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with the KORC code [Carbajal, et al., Phys. Plasmas 25, 042512 (2017)].  Cornille will use KORC 

computations to more thoroughly investigate RE de-confinement in MST.  He is also conducting finite-

beta simulations to support a new MST campaign on tokamak disruption onset. 

6.0 Other Physics Studies 

6.1 Peeling-Ballooning Modes  and Ideal Stability  
U. Wisconsin-Madison  

Professor Ping ½ƘǳΩǎ ƎǊƻǳǇ ǇǊŜǾƛƻǳǎƭȅ ŎƻƴŘǳŎǘŜŘ ǎǘŀōƛƭƛǘȅ ŀƴŀƭȅǎƛǎ ƻŦ b{¢· ŜǉǳƛƭƛōǊƛŀ ǿƛǘƘ ƭƛǘƘƛǳƳ-

conditioning and found that enhanced resistivity due to the increased impurity level can provide a 

stabilizing effect on low-n edge localized modes [Banerjee, et al., Nucl. Fusion 24, 054501 (2017)].  

Recent work considers the intermediate-n peeling-ballooning (PB) instabilities with linear stability 

analysis of EAST high-confinement mode equilibria using NIMROD two-fluid calculations [7].  The new 

modeling provides better insight into the physical mechanism behind the beneficial effects of impurities 

on pedestal stability, but it also shows that the stabilizing effect on PB instabilities in the EAST tokamak 

is weaker than that found in NSTX. 

Professor ½ƘǳΩǎ ƎǊoup has also performed an evaluation of linear ideal-MHD stability of the China Fusion 

Engineering Test Reactor (CFETR) base-line scenario for various first-wall locations.  The initial-value 

code NIMROD and eigenvalue code AEGIS are employed in this analysis.  Despite the distinctly different 

approaches in modeling the scrape-off-layer (SOL) region, the dominant growth in each of the low-n (n = 

1-10) modes is consistent.  The higher-n modes are dominated by ballooning modes and are localized in 

the pedestal region, while the lower-n modes have more prominent external-kink components and 

broader mode profiles.  The influences of plasma profiles and wall shape are examined using NIMROD.  

The low-n ideal MHD instabilities in the presence of a resistive wall are studied using AEGIS.  For the 

designed first-wall location, the n = 1 resistive wall mode (RWM) is found to be unstable, but it can be 

stabilized by uniform toroidal rotation above 2.9% of the core Alfven speed. 

6.2 A New Interpretation of Sawtooth Phenomena in Tokamaks  
PPPL 

The ubiquitous sawtooth phenomena in tokamaks are so named because the central temperature rises 

slowly and falls rapidly, similar to the blades of a saw. First discovered in 1974, it has so far eluded a 

theoretical explanation that is widely accepted and consistent with experimental observations. In Ref. 

[3] we propose a new theory for the sawtooth phenomena in auxiliary heated tokamaks, which is 

ƳƻǘƛǾŀǘŜŘ ōȅ ƻǳǊ ǊŜŎŜƴǘ ǳƴŘŜǊǎǘŀƴŘƛƴƎ ƻŦ άƳŀƎƴŜǘƛŎ ƅǳȄ ǇǳƳǇƛƴƎΦέ Lƴ ǘƘƛǎ ǘƘŜƻǊȅΣ ǘƘŜ role of the (m n) 

=  (1,1) mode is to generate a dynamo voltage, which keeps the central safety factor, q0, just above 1.0 

with low central magnetic shear. When central heating is present, the temperature on axis will increase 

until at some point, the conŬguration abruptly becomes unstable to ideal MHD interchange modes with 

equal poloidal and toroidal mode numbers, m= n > 1. It is these higher order modes and the localized 

magnetic stochasticity they produce that cause the sudden crash of the temperature ǇǊƻŬƭŜΣ ƴƻǘ 
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magnetic reconnection. Long time 3D MHD simulations with M3D-C1 demonstrate these phenomena, 

which appear to be consistent with many experimental observations.   This work was also presented as 

an invited talk at the 2019 APS-DPP meeting. 

7.0 Physics Code Improvement and  Optimization  
In addition to these improvements in the communication and sparse matrix routines,    Section 6.1 is an 

effort to reduce communication on the NIMROD side, Sections 6.2-6.4 describe improvments in the local 

ablation codes, and and Section 6.8 is an effort to make the M3D-C1 solver use fewer iterations. 

7.1 NIMROD Refactoring and Vacuum region basis functions  
Tech-X 

A refactoring of the NIMROD code using the abstraction concepts from Fortran 2008/2013 is 

progressing. The original Fortran 90 code was written in an abstract way minimizing the need for a 

complete rewrite. The new code is more flexible and will enable such CTTS-related features such as 

better performance through mixed parallelism. The abstract NIMROD branch has been moved to a 

repository on gitlab which enables modern development practices suitable for a distributed team such 

as continuous integration testing, code review and merge requests. Work is underway, lead by Jacob 

King, to understand the best programming paradigm for using GPUs. The use of OpenACC with NIMROD 

finite-element assembly kernels has shown the potential for good GPU acceleration with the PGI 

compiler and Nvidia hardware. This work used simple data structures and in the future we plan to 

understand how to use OpenACC with the full NIMROD data structures. 

U. Wisconsin-Madison  

Brian Cornille is  investigating different numerical basis functions for the meshed vacuum region that is 

used in NIMROD VDE computations.  He has implemented an expansion of a scalar magnetic potential 

and will consider the use of edge finite elements for vector potential.  If successful, this aspect of his 

ǿƻǊƪ ǿƛƭƭ ƛƳǇǊƻǾŜ ǘƘŜ ŎƻŘŜΩǎ ǘǊŜŀǘƳŜƴǘ ƻŦ ōƻǳƴŘŀǊȅ ŎƻǊƴŜǊǎ ŀƴŘ ŀƭƭƻǿ ŜƭƛƳƛƴŀǘƛƻƴ ƻŦ Ƴƻǎǘ ƻŦ the 

degrees of freedom in the meshed vacuum region.  The latter is expected to improve the efficiency of 

the magnetic advance with coupled subdomains for inside and outside the resistive wall. 

7.2 M3D-C1 code development and Improvements  

7.2.1 Adapting M3D -C1 for stellarator simulation  

PPPL and HRS Fusion 

Tokamaks are inherently at risk of disruptions unless parameters are carefully kept away from stability 

boundaries. Stellarators on the other hand appear disruption free. It is worthwhile to be able compare 

tokamaks and stellarators using the same code. The M3D-C1 equations are expressed in a cylindrical 

coordinate system  .  A stellarator coordinate system can be given in VMEC coordinates  , where  ,   , and    

. It appears possible to modify the M3DC1 finite element discretization to use element based on VMEC 
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coordinates, while retaining the formulation of the equations in cylindrical coordinates. The 

implementation is being carried out by Yao Zhou 

7.2.2 Improving Robustness of Pellet Simulations  

General Atomics  

! ǾŀǊƛŜǘȅ ƻŦ ǳǇƎǊŀŘŜǎ ƘŀǾŜ ōŜŜƴ ƳŀŘŜ ǘƻ aо5π/м ƛƴ ƻǊŘŜǊ ǘƻ ƛƳǇǊƻǾŜ ǘƘŜ ǊƻōǳǎǘƴŜǎǎ ƻŦ ǇŜƭƭŜǘπƛƴƧŜŎǘƛƻƴ 

simulations, particularly the tendency for negative temperature regions to form. We added minimum 

densities and temperatures for which the KPRAD impurity routines are advanced. Internal evolution of 

the density and temperature was also added to the impurity/radiation evolution, along with adaptation 

of the KPRAD time step with large changes in the thermal energy, in order to avoid temperature 

ƻǾŜǊǎƘƻƻǘǎΦ CƛƴŀƭƭȅΣ ŀ ƴŜǿ ǘŜƳǇŜǊŀǘǳǊŜπŘŜǇŜƴŘŜƴǘ ǘƘŜǊƳŀƭπŎonductivity model was added. 

/ƻƭƭŜŎǘƛǾŜƭȅΣ ǘƘŜǎŜ ŎƘŀƴƎŜǎ ŀƭƭƻǿŜŘ aо5π/м ǇŜƭƭŜǘπƛƴƧŜŎǘƛƻƴ ǎƛƳǳƭŀǘƛƻƴǎ ǘƻ ǇǊƻŎŜŜŘ ŦŀǊǘƘŜǊ ǘƘŀƴ ŜǾŜǊ 

before, well into the thermal quench. 

7.2.3 New Capabilities for Toroidal Planes  

General Atomics, RPI, PPPL 

We began to ŜȄǇƭƻƛǘ ǘƘŜ ŀōƛƭƛǘȅ ŦƻǊ aо5π/м ǘƻ ƘŀǾŜ ƴƻƴ-uniform toroidal planes in order to perform 

simulations with more toroidally locŀƭƛȊŜŘ ƛƳǇǳǊƛǘƛŜǎΦ ¢ƘŜ CƻǳǊƛŜǊπƳƻŘŜ ŘƛŀƎƴƻǎǘƛŎ ǿŀǎ ǳǇƎǊŀŘŜŘ ƛƴ 

order to account for the possibility of non-uniform planes, permitting accurate tracking of the kinetic 

and magnetic energy harmonics in such simulations. I addition, a new capability was added to change 

ǘƘŜ ƴǳƳōŜǊ ƻŦ ǇƭŀƴŜǎ ƛƴ ŀ ǊŜǎǘŀǊǘŜŘ aо5π/м ǊǳƴΦ ¢Ƙƛǎ ŀƭƭƻǿǎ ŦƻǊ ƎǊŜŀǘ computational saving by running 

with relatively few planes until instability onsets, then increasing the number of planes to resolve the 

MHD activity accurately. General  

7.3 Improvements to the Lagrangian Particle Code  
Stony Brook U. 

7.3.1 Massively parallel Lagrangian particle pellet / SPI code  

The development of massively parallel Lagrangian particle (LP) code for the ablation of pellets and SPI 

fragments has been fully completed. The work started in 2019, and the LP code data structures were 

redesigned to make them compatible with P4EST (Parallel Forest of Octrees) software library, developed 

in the past within an ASCR-funded project of Omar Ghattas.  P4EST library enables a dynamic 

management of a collection of adaptive octrees on distributed memory supercomputers and scales to 

hundreds of thousands of processor cores. The construction and search of quad- and octrees is one of 

the most time-consuming tasks in the LP code, and the improvement of our previous Open-MP-

parallelized libraries by P4EST led to the increase in parallel performance and accuracy. In 2020, we 

added all pellet ablation physics models to the new LP code and performed extensive verification 

simulations. For typical production simulations of pellet ablation using two hundred cores, we achieved 

72% of ideal scalability. The new massively parallel LP code is now used for all physics simulations. 
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7.3.2 Cross-code comparison and resolution of disagreements between Frontier and 

Lagrangian Particle Codes  

Simulation of the ablation of cryogenic pellets in tokamaks with the resolution of all relevant physics 

processes is a challenging numerical task due to sensitivity to small changes. The pellet ablation rate, 

computed as the amount of energy of hot electrons reaching the pellet surface divided by the heat of 

vaporization, is a fraction of two small quantities: both of these values are very small compared to the 

energy absorbed by the cloud. Since small changes in the ablation cloud can significantly change the 

ablation rate, cross-code comparison of FronTier (FT) and Lagrangian particle (LP) codes is a critical step 

in our verification program. 

In 2019, we observed significant disagreements between of FronTier and Lagrangian particle codes for 

simulations of pellets in magnetic fields. While the results agreed reasonably well in zero magnetic field, 

properties of ablation channels and the ablation rates became different in both codes with the increase 

of the magnetic field. All these disagreements were completely resolved in the 1st half of 2020. Main 

improvements in FronTier involved algorithms for the explicit tracking of the ablation cloud ς ambient 

plasma interface. In the Lagrangian particle code, the implementation of adaptive algorithms for kinetic 

models were significantly improved as well as some aspects of solvers. Now both codes are in full 

agreement for the entire parameter space of neon and deuterium pellets.  Figure below shows the 

agreement between FronTier and Lagrangian particle codes in simulations of neon pellets. 

 

Figure 13. Simulation of neon pellet ablation rates in magnetic fields.  Left plot: disagreement between 2D axisymmetric 

FronTier code and 3D Lagrangian particle code observed in 2019. Right plot: current versions of the codes are in 

complete agreement. 

In addition, both codes have been extensively tested in the spherically symmetric approximation. The 1D 

FronTier code is in good agreement with the 3D LP code with spherically symmetric initial conditions and 

both codes agree with analytic scaling laws. 

 
After the successful completion of the verification program, the Lagrangina particle code is being used 
for most of physics results since it resolves important 3D effects (such as grad-B grift) not available in the 
axisymmetric FronTier pellet code.  
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7.3.3 New Adaptive Algorithms for LP -based SPI code 

We have implemented grad-B drift algorithms for multiple SPI fragments in the LP code. Current work 

focuses on implementation and verification of a plasma cooling model that enables SPI simulation fully 

within the LP code (the plasma cooling model is not needed in a coupled simulation where the plasma 

temperature is obtained from a tokamak MHD code NIMROD or M3D-C). 

 

 

Figure 14. Fragment of SPI simulation with grad-B drift effect. 

 

7.4 3D Sparse LU and triangular solves  
Tech-X and LBL 

WŀŎƻō YƛƴƎ ƛǎ ǿƻǊƪƛƴƎ ǿƛǘƘ {ƘŜǊǊȅ [ƛ ŀƴŘ ¸ŀƴƎ [ƛǳ ƻŦ [.[ ǿŜ ƘŀǾŜ ŎƻǳǇƭŜŘ bLawh5 ǘƻ ǘƘŜ ōŜǘŀ άǾŜǊǎƛƻƴ 

тέ ƻŦ {ǳǇŜǊ[¦ψ5L{¢Φ ¢Ƙƛǎ ǾŜǊǎƛƻƴ ŜƴŀōƭŜǎ ŀŘŘƛǘƛƻƴŀƭ ǇŀǊŀƭƭŜƭƛǎƳ ǘƘǊƻǳƎƘ о5 ŦŀŎǘƻǊƛȊŀǘƛƻƴ ƻŦ ǘƘŜ ǎǇŀǊǎŜ 

matrices used in as block Jacobi preconditioner for ŜŀŎƘ CƻǳǊƛŜǊ ƳƻŘŜ ŘǳǊƛƴƎ bLawh5Ωǎ о5 ƴƻƴƭƛƴŜŀǊ 

solves. Note that 3D factorization here refers to the processor grid layout while 3D refers to three 

spatial dimensions with regards to NIMROD.  

We are presently working with Yang Liu to apply a machine learning algorithm to automatically tune the 

best parameters for the 3D process grid decomposition. 

8.0 Solver Improvements  
LBL 

8.1 Introduction  
Samuel Williams (LBL PI), Sherry Li, Nan Ding, and Yang Liu are improving the sparse matrix solvers used 

in CTTS.  M3D-C1 and NIMROD solve ill-conditioned systems of equations using SuperLU preconditioned 

GMRES.  In the worst case, the system of equations is structured as block diagonal and factored for each 

GMRES solve.  Then, on each GMRES iteration, the factored blocks are used as a preconditioner 

necessitating a pair of sparse triangular solves (SpTRSV) for the upper and lower triangular matrices. 


















